
From: Hall, Jeffrey S LRB
To: "Salvatore Calandra"
Cc: "Kent Johnson"; Busse, John H LRB; Senus, Michael P LRB; Frederick, William T LRB; Kowalewski, William E

LRB; Kreusch, Arleen K LRB; Watson, Natalie L LRB; Frothingham, David G LRB; Polek, Michael W LRB; Lorey,
Peter M LRB

Subject: NYSDEC Spill No. 08-06523 - Supplemental Sampling Report - Former LOOW UST Removal
Date: Friday, May 21, 2010 1:39:41 PM
Attachments: 08-06523 LOOW Supp Smpl Rpt 21MAY10.pdf

Sal

Please find attached the above mentioned report.  A paper copy will follow.  Let me know if you have
any questions or comments.  Have a great weekend.

Jeff
 
Jeffrey S. Hall, PE, PMP
Environmental Engineer 
U.S. Army Corps of Engineers, Buffalo District
phone: 716.879.4272
fax: 716.879.4355
email: jeffrey.s.hall@usace.army.mil <mailto:jeffrey.s.hall@usace.army.mil> 
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Former Lake Ontario Ordnance Works
UST Removal and Site Closure - Supplemental Sampling 03MAR10


Figure 1. NIKE Missile Battery - Barracks Building
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WORK AREA DETAIL


TANK 2.6 DIMENSIONS
Excavation:
16.0' x 9.0' x 7.0' deep
Tank:
9.0' x 5.3' diameter


TANK 2.6 CONFIRMATION SAMPLES
N: North Wall (LUC-CS-0033)
S: South Wall (LUC-CS-0034)
E: East Wall (LUC-CS-0035)
W: West Wall (LUC-CS-0036)
F: Floor (LUC-CS-0037)
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Former Lake Ontario Ordnance Works
UST Removal and Site Closure - Supplemental Sampling 03MAR10


Figure 2. NIKE Missile Battery - Southern Generator Building
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TANK 2.5 DIMENSIONS
Excavation:
18.0' x 8.0' x 8.5' deep
Tank:
17.8' x 7.0' diameter


15.0'


TANK 2.4 DIMENSIONS
Excavation:
12.5' x 7.5' x 9.0' deep
Tank:
10.7' x 4.0' diameter


WORK AREA DETAIL


TANK 2.4 CONFIRMATION SAMPLES
N: North Wall (LUC-CS-0014)
S: South Wall (LUC-CS-0015)
E: East Wall (LUC-CS-0016)
W: West Wall (LUC-CS-0017)


TANK 2.5 CONFIRMATION SAMPLES
N: North Wall (LUC-CS-0019/0024)
S: South Wall (LUC-CS-0020)
E: East Wall (LUC-CS-0021)
W: West Wall (LUC-CS-0022)
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BORING LOGS 
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Photoionization 
Detector 


Measurements
(PPM)


Recovery
(inches)


No Recovery -


Dark Brown SILT, Saturated, No Apparent Impacts


Dark Brown SILT and CLAY, Saturated, No Apparent Impacts


Dark Brown SILT and CLAY, Saturated, No Apparent Impacts


Dark Brown SILT and CLAY, Saturated, No Apparent Impacts


0.8


0.7


BORING LOG: 
2.4-SB-W


SHEET      1   OF  1


PROJECT NAME: LOOW CON/HTRW PROJECT NUMBER: NA DATE:  03MAR10
ADDRESS: Town of Lewiston, Niagara County, New York


DRILLING CONTRACTOR: Parratt-Wolff, Inc. DRILLER: Mickey Marshall 
DRILL RIG TYPE: Geoprobe Model 54TR DRILLING METHOD:  Direct Push
DRILLING FLUID:  NA SAMPLE METHOD:  4-FT Macro-Core


LOCATION: South. Gen. Bldg., NIKE Base, WM Prop


BORING:  10-FT BGS     DIAMETER: 2-IN      RISER  INTERVAL   NA                  TO             FT BGS
WELL DEPTH: NA                    SCREEN INTERVAL   NA               TO             FT BGS
WELL DIAMETER: NA                  GEOLOGIST: Jeff Hall
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Geologic Description and Observations


2


No Recovery


4


24


Reddish Brown CLAY and SILT, Saturated, No Apparent 
Impacts


0.4


Reddish Brown CLAY and SILT, Saturated, No Apparent 
Impacts, Sample 8'-9', Depth of Former Excavation = 9'


0.5


Dark Brown SILT and CLAY, Saturated, No Apparent Impacts 0.5
6


8 36


Reddish Brown CLAY and SILT, Saturated, No Apparent 
Impacts, Refusal at 10 feet bls


0.7


No Recovery -


14


12
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BORING LOG: 
2.6-SB-E


SHEET      1   OF  1


PROJECT NAME: LOOW CON/HTRW PROJECT NUMBER: NA DATE:  03MAR10
LOCATION: Barracks Bldg., NIKE Base, WM Prop ADDRESS: Town of Lewiston, Niagara County, New York
DRILLING CONTRACTOR: Parratt-Wolff, Inc. DRILLER: Mickey Marshall 
DRILL RIG TYPE: Geoprobe Model 54TR DRILLING METHOD:  Direct Push
DRILLING FLUID:  NA SAMPLE METHOD:  4-FT Macro-Core
BORING:  9-FT BGS     DIAMETER: 2-IN      RISER  INTERVAL   NA                  TO             FT BGS
WELL DEPTH: NA                    SCREEN INTERVAL   NA               TO             FT BGS
WELL DIAMETER: NA                  GEOLOGIST: Jeff Hall
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Geologic Description and Observations


Photo Ionization 
Detector 


Measurements
(PPM)


Recovery
(inches)


Medium GRAVEL some Brown SILT some Peat, Saturated, No 
Apparent Impacts


1.2


Medium GRAVEL and Brown SILT, Saturated, No Apparent 
Impacts


1.2


2
Brown SILT and CLAY, Saturated, No Apparent Impacts 1.1


4
Brown SILT and CLAY, Saturated, No Apparent Impacts 0.9


Brown SILT and CLAY, Saturated, No Apparent Impacts 1.2


12


48


Brown CLAY, Saturated, No Apparent Impacts 0.7


6
Brown CLAY, Saturated, No Apparent Impacts, Sample 
Obtained 6'-7', Depth of Former Excavation = 7'


2.3


Brown CLAY, Saturated, No Apparent Impacts 0.9


8
Brown CLAY, Saturated, No Apparent Impacts 0.9
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LABORATORY REPORT 
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