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POINT NORTHING EASTING

410 1048/20.94 1065820.19
409 1042216.7/8 1068025.78
408 1067911.38 1041822.52
407 103517/1.76 1072304.12
428 1035100.00 10/2162.73
427 10351/7.64 10/1990.82
405 A 1031431.55 1075091.49
424 1032153.96 1075959.64
422 1035752.71 1075623.05
452 1035693.27/ 107/2628.20
497 1035681.96 1072605.91
421 A 1040942.43 1069956.5/
419 A 1045094.7/6 1069120.25
296 1045699.70 1067455.89
9595 1045686.12 1067414.89
592 1048347.21 1064061.84
9935 1047426.03 1064657.47
991 104/7416.07 106447/9.46
590 1044943.53 1066266.11
602 1046951.23 1064227.46
601 1047300.20 1065517.62
415 A 1049560.64 1064657/.67
415 1049651.64 1064567.26
1610 1048453.0/ 1065658.72
417 1048/68.9/ 1065421.53
428 1049377.09 1065561.77
426 1049656.72 1064591.13
426 A 1049629.05 1064687.23
451 1035045.91 1071352.43
598 1035455.7/1 107/2160.04
999 1037685.12 10/1028.75
450 1038790.77 1069450.79
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SITE SPECIFIC NOTES:

1. PROJECT DEPTHS AND SOUNDINGS ARE REFERRED TO LOW WATER DATUM OF 569.2 FEET IGLD 1985.

2. HORIZONTAL CONTROL IS REFERRED TO NORTH AMERICAN DATUM 1983 NEW YORK STATE PLANE COORDINATE
SYSTEM—WEST ZONE.

S. PROJECT DEPTH IS AS NOTED BELOW LOW WATER DATUM.

4. SOUNDINGS WERE TAKEN BY THE BUFFALO DISTRICT ARMY CORPS OF ENGINEERS BY D. DELL AND PARTY ON
SEPTEMBER 9 AND 10, 2014 USING:
GPS POSITIONING, POS—MV VER. 5 AND RTK TIDES
BEACON USED; YOUNGSTOWN
SONAR HEAD: 240 KHZ, SEABAT 7101 MULTIBEAM
1.5 DEGREE BEAMS 210 DEGREE ARC
HEAVE PITCH AND ROLL; APPLANIX POS—MV VER. 5
VELOCITY PROFILER; SONTEK CASTAWAY
HYPACK SURVEY SOFTWARE

SURVEY LAUNCH "WITMER”

S. THE SOUNDING INFORMATION DEPICTED ON THE MAP REPRESENTS THE  RESULTS OF SURVEYS MADE ON THE
DATE INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING THE GENERAL CONDITION AT THAT TIME.

6. THE TOPOGRAPHIC INFORMATION IS BASED ON AERIAL PHOTOGRAPHY ACQUIRED FROM 1998 THROUGH 2004.

7. THIS SURVEY WAS PREPARED IN ACCORDANCE WITH THE STANDARDS OUTLINED IN CORPS OF ENGINEERS
HYDROGRAPHIC SURVEY MANUAL EM 1110—2-1003.
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