
ATTACHMENT 7 

Access Road Crossings - Pennsylvania 



CONSTRUCTION EQUIPMENT MATS 
(TYP.) 

LIMITS OF DISTURBANCE 
(TYP.) 

SU-1 X-W256 
WETLAND BOUNDARY 

TEMPORARY 12" DIA.-CLASS 3 STEEL 
STA. 4+00 CROSS CULVERT EXISTING ACCESS ROAD 

TAR-8 BASELINE (TYP ) 

STANLEY W. JUDEK AND 
MARGARET A. DUDEK 

L.L. NO PA SU 056.000 

7 
Dlsf~~~~~Ng~F-- "" /~ 

(TYP.) /. ""-

/ "" ~ 

"" ili 

""
""

""-

401 

BLUESTONE PIPEL.NES COMPA'Y OF 
eA C/0 DIRECTOR OF BUSINESS 

DEVELOPMENT 

STA. 

SU-1 X-W256 
WETLAND BOUNDARY 

WATER BODY 
SU-1D-S234 

50 
I M M M M M 

PLAN 
100 

SCALE IN FEET 

SCALE: 1 ~ = 50' HORIZONTAL 
1 " = 50' VERTICAL 

NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM83-·18F. 

2. ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVDBB. 

3 WETLANDS AND WATERBODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INVENTORY 
AND NATIONAL HYDROGRAPHY DATASET INFORMATION. 

4. THE LOCATION OF ALL BMP's (SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE 
ACCESS ROAD DESIGN DRAWINGS AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS. 

LL NO. PA -SU -055.000 

LIMITS OF DISTURBANCE 
(TYP.) 

150 

40 

5. WETLAND AND WATERBODY FIELD DELINEATION WAS COMPLETED BY AECOM PROFILE 
6. AFTER REMOVAL OF TEMPORARY ACCESS ROADS THE CHANNEL SHALL BE RESTORED TO 

PRE-CONSTRUCTION ELEVATION AND STABILIZED WITH NATIVE VEGETATION. CLEAN ROCK OR NATIVE 
COBBLES WILL BE USED FOR THE UPPER ONE (1) FOOT IN WATERBODIES THAT CONTAIN COLDWATER 
FISHERIES. 

••••• SCALE IN FEET 

10 

7 PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT 
SECTIONS OF THE ROAD WITH WIDER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND 
CURVES TO ACCOMMODATE THE TURNING RADIUS OF ANTICIPATED CONSTRUCTION VEHICLES (I.E. 75 FT 
LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

SCALE: 1 N = 5' VERTICAL 

8 All PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS 
COMPLETE. 

LAT. N41.865125 
LONG. W75.690585 

EXISTING ACCESS 
ROAD EDGE 
(TYP.) 

DRAWING NO. 

1.350 

1.345 :.::=2: 
15 

1.340 
.3+00 

VICINITY MAP 
USGS QUAD MAP: BINGHAMTON, NY. 

5000' 5000' 

SCALE IN FEET 

EXISTING GRADE 

RY CROSS CULVERT 

I :""- "";, "M " (NO PROPOSED IMPROVEMENTS) 

rTEMPORA 

1.350 I 
I 
I 
I 

y 

REFERENGEmLE 

I 
I 

I / 
f/ 

4+00 

/ 

1.345 

1.340 
4+48 

CHRISTOPHER L. LOMBARDI 

APPLICATION NO.: NAN-2012-00449-UBR PA PROFESSIONAL ENGINEER 
NO. PEOB 15 77 

CONSTITUTION PIPELINE COMPANY, LLC. 
9. ACCESS ROAD 8 IS INTENDED TO BE UfiLIZED AS A TEMPORARY ROAD DURING CONSTRUCTION. THE ROCK 

CONSTRUCTION ENTRANCE, TEMPORARY DRAINAGE STRUCTURES, CONSTRUCTION EQUIPMENT MATS, ETC. WILL 
BE REMOVED ONCE CONSTRUCTION IS COMPLETE AND THE WETLANDS WILL BE REESTABLISHED 
ACCORDINGLY. 

2&-26-85/TAR--QBSHT.2J PROPOSED TD.WORARY ACCESS ROAD 
WATER OBSTRUCTION & ENCROACHMENT PERMIT ~G~· 

PROPOSED 30" NATURAL GAS PIPELINE 
WATERBODY CROSSING SU-I D-S234 

TEMPOARY ACCESS ROAD TAR-8 @ MP 10. I 
,----------,--------,------,----- SUSQUEHANNA COUNTY, PENNSYLVAN !A .,..,.. .... ..,. .. ...,.,.,._ • ......,.. 

Stream Disturbance (acres) 
Waterbody 

ID Construction Operation 
State Water 

Quality Standard 
State Fishery 
Classification 

Crossing Method NO. DAE BY REVISION DESCRIPTION W.O. NO. CHK. APP. DRA'M"-JBY: DATE 10-7-2013 ISSUEDFORBID 

SU-10-5234 0.0018 HQ-CWF N/A 

CHECKED BY DATE ISSUED FOR CONSTRUCTION. 

~'-~-R~_ED_BY--~----4~~~:~ Temporary Culvert 
/Bridge 

_j _____ -,-_l__l ___ _L___j__ ____________ _j__ _ _J.____j_ _ ___JLwo ____ _L_ ____ _L_ 
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CONSTRUCTION EQUIPMENT MATS 
(IYP.) 

WATER BODY 
SU-I D-S234 

TEMPORARY CROSS CULVERT 

PROPOSED SEDIMENT BARRIER 
(IYP.) 

LIMITS OF DISTURBANCE 
(IYP.) 

BLIJESIONE PIPELINES COMPANY 
OF PA C/0 DIRECTOR OF 

BUS ~ESS DEVEI OPMCN I 
PA-SU-055.000 

LAT. N41.865125 
LONG. W75.690585 

LIMITS OF DISTURBANCE 
(IYP.) 

SU-I D-W257 
WETLAND BOUNDARY 

NG ACCESS ROA~ 
EDGE(IYP.) ' 
CONSTRUCTION ~ 
EQUIPMENT MATS (IYP.) 

/ 

VICINITY MAP 
USGS QUAD MAP: BINGHAMTON, NY. 

sooo' sooo· 

SU-1D-W257 
WETLAND BOUNDARY 

SCALE IN FEET 

CONSTRUCTION ENTRANCE 
- TO BE REMOVED ONCE 
CONSTRUCTION OS COMPLETE 

PROPOSED DRIVEWAY CROSS 
CULVERT - TO BE REMOVED ONCE 
CONSTRUCTION IS COMPLETE 

RIPRAP OUTLET PROTECTION 

NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM83-18F. 

2 ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVD88. 

3. WETLANDS AND WATERBODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INVENTORY AND NATIONAL HYDROGRAPHY 
DATASET INFORMATION. 

4 THE LOCATION OF ALL E3MP's (SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE ACCESS ROAD DESIGN DRAWINGS 
AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS. 

5 WETLAND FIELD DELINEATION WAS COMPLETED BY AECOM. 

6. PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF THE ROAD WITH 
WIDER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE TURNING RADIUS OF ANTICIPATED 
CONSTRUCTION VEHICLES (I.E. 75 FT. LONG OROP~DECK LOWBOY TRAILER AND TRUCK). 

7 All PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS COMPLETE. 

8. ACCESS ROAD B IS INTENDED TO BE UTILIZED PO A TEMPORARY ROAD DURING CONSTRUCTION. THE ROCK CONSTRUCTION ENTRANCE, 
TEMPORARY DRAINAGE STRUCTURES, CONSTRUCTION EQUIPMENT MATS, ETC. WILL BE REMOVED ONCE CONSTRUCTION IS COMPLETE AND 
THE WETLANDS WILL BE REESTABLISHED ACCORDINGLY. 

Crossing 
Wetland Impact (acres) 

Wetland Wetland .~l,~;;.?f{.· ++++ .:;.~· .. ~"·;.: .... State Crossing 
Length Wetland 

ID Class (feet) CONSTRUCTION OPERATION Classification 
Method 

PFO PSS PEM PFO PSS PEM 

SU-1D-W257 PSS/PFO 35 0.01 0.03 N/A Temp. Equipment 
Mats 

SU~1X-W256 PSS 211 0.09 N/A 
Temp. Equipment 

Mats 

PLAN 
0 50 100 150 

Cl ··~·~•.c••~•-=;;==;=;;=:JI .......... 
SCALE IN FEET 

SCALE: 1" = 50' HORIZONTAL 

DRAWING NO. REFERENCE TinE 

26-26-8~ AR-B SHT.Z3 PROPOSED TE~PORARY ACCESS ROAD 

APPLICATION NO.: NAN-2012-00449-UBR 

CONSTITUTION PIPELINE COMPANY, LLC. 

CHRISTOPHER L LOMBARDI 

PA PROFESSIONAL ENGINEER 
NO. PE081577 

WATER OBSTRUCTION & ENCROACHMENT PERMIT 
PROPOSED 30" NATURAL GAS PIPELINE 

WETLAND CROSSING SU-1D-W257 AND SU-1X-W256 
@ TEMPOARY ACCESS ROAD T AR-B @ MP 1 O. 1 

SUSQUEHANNA COUNTY, PENNSYLVANIA 

NO. DATE BY REVISION DESCRIPTION W.O. NO. CHK. APP. DRA~BY: DATE 10-7-2013 ISSUEDFORBID SCALE 1"= 50' 

CHECKED BY DATE. ISSUED FOR CONSTRUCTION: 

APPROVEDBY· DRAWING 
f-----f-------j NUMBER: 
wo 

TAR-8-SU-1D-W257 & 
SU-1 X -W256 
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LIMIT OF DISTURBANCE 
SU-1 D-W328A 

WETLAND BOUNDARY 
(SAME AS EXISTING EDGE OF ROAD) 

EXISTING ACCESS ROAD 
PAR-1 0 BASELINE (TYP.) 

PROPOSED SEDIMENT BARRIER 
(TO BE INSTALLED ALONG 
EXISTING EDGE OF ROAD) 

(TYP.) 

101./ 

MICHAEL D. VAUGHN 
L.L. NC. PA-SU-070.000 

SU-1 D-W328 ... 

FRANK CZYZWESKI (CONTACT A.TTY.) 
,_.L. NO. PA-SL-071.000 

SU-1 D-W328A 

PROPOSED SEDIMENT BARRIER 
(TO BE INSTALLED ALONG 
EXISTING EDGE OF ROAD) 

(TYP.) 
LAT. N41.879524 

LONG. W75.661472 ROCK CONSTRUCTION ENTRANCE 

SU-1D-W328 
WETLAND BOUNDARY 

~OTES: 

NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM83-18F 

2 ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVDBB. 

3 WETlANDS AND WATERBOOIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INVENTORY AND NATIONAL 
HYDROGRAPHY DATASET INFORMATION. 

4 THE LOCATION OF All BMP's (SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE ACCESS ROAD DESIGN 
DRAWINGS AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS. 

5. WETLAND FIELD DELINEATION WAS COMPLETED BY AECOM. 

6 PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF THE 
ROAD WITH WIDER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE TURNING 
RADIUS OF ANTICIPATED CONSTRUCTION VEHICLES (I.E. 75 FT. LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

7. ALL PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS COMPLETE. 

8. PERMANENT ACCESS ROAD 1 0, IN THE AREA OF THE IDENTIFIED WETLANDS IS AN EXISTING ACCESS ROAD WITH MINOR 
IMPROVEMENTS REQUIRED TO USE IT DURING CONSTRUCTION. THE IMPROVEMENTS INCLUDE MINOR GRADING OF THE 
EXISTING GRAVEL TRAVEL SURFACE TO FILL POT HOLES OR REPAIR SOFT SPOTS THAT MAY DEVELOP DURING HEAVY USE 

Crossing 
Wetland Impact (acres) 

Wetland Wetland ·.·.·.···'·'''':;·,,:, j;.;.;.;.· State Crossing 
Length Wetland 

ID Class (feet) CONSTRUCTION OPERATION Classification Method 

PFO PSS PEM PFO PSS PEM 

SU-1D-W328 PEM N/A N/A N/A 

0.01 N/A N/A 

EDGE OF EXISTING ROAD 
(NO PROPOSED IMPROVMENTS 

TO EXPAND EXISTING ROAD) 

50 
I.e •• M 

PLAN 
100 

SCALE IN FEET 

SCALE: 1" = 50' HORIZONTAL 

DRAWING NO. REFERENCE TITLE 

26-26-85jPNl-IOSHT26 PROPOSED PERWJIIENT ACCESS ROAD 

NO. OAT~ BY REVISION DESCRIPTION 

150 

APPIICAriON t-0.: ~A~I-2012-00449-UBR 

CHRISTOPHER L LOMBARDI 

PA PROFESSIONAL ENGINEER 
NO. PE081577 

CONSTITUTION PIPELINE COMPANY, LLC. 
WATER OBSTRUCTION & ENCROACHMENT PERMIT ~~-

PROPOSED 30" NATURAL GAS PIPELINE * 
WETLAND CROSSING SU-I D-W328 AND SU-I D-W328A 

PERMANENT ACCESS ROAD - 10 @ MP 12.2 
SUSQUEHANNA COUNTY, PENNSYLVANIA -~.......,.. 

W.O. NO. CHK. APP. DRA>J.NBY. DATE. 10-7-2013 ISSUED FORBID SCALE 1"= 50' 

CHECKED BY DATE: ISSUED FOO CONSTRUCTION. 

f-A-PP_RO_V_ED_B_Y·-+------j~~~:~G PAR-10-SU-1D-W32B & 
SU-1D-W328A wo 
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PROPOSED TRAPEZOIDAL SWALE 
(TYP.) 

PROPOSED EARTHEN CHECK DAM 
(TYP) 

LIMITS 
OF DISTURBANCE'\, (TYP.) 

/, 

PAR·-12 BASELINE 
(TYP.) 

lr 

)AARK K. SHERMAN 
LL NO. VA PA · SU-0So.002AR 

LAT. N41.898691 
LONG. W75.635000 

PROPOSED BROAD BASED DIP 
(TYP.) 

SU-I B-S357 
WATERBODY 

102 

SU-1B-S357 

SU-1 B-5358 

LIMITS OF DISTURBANCE 
(TYP.) 

PROPOSED RIPRAP STILLING BASIN 
(TYP.) 

NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM83-18F. 

2. ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVD88 

PROPOSED DITCH RELIEF CULVERT 
(TYP.) 

3. WETLANDS AND WATERBODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INvtNTORY AND NATIONAL 
HYDROGRAPHY DATASET INFORMATION. 

4. THE LOCATION OF ALL BMP's {SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE ACCESS ROAD DESIGN 
DRAWINGS AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS. 

5. WETLAND AND WATERBODY FIELD DELINEATION WAS COMPLETED BY AECOM. 

6. AFTER REMOVAL OF TEMPORARY ACCESS ROADS THE CHANNEL SHALL BE RESTORED TO PRE -CONSTRUCTION ELEVATION AND 
STABILIZED WITH NATIVE VEGETATION. CLEAN ROCK OR NATIVE COBBLES WILL BE USED FOR THE UPPER ONE (1) FOOT IN 
WATERBODIES THAT CONTAIN COLDWATER FISHERIES. 

7. PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF THE 
ROAD WITH WIDER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE TURNING 
RADIUS OF ANTICIPATED CONSTRUCTION VEHICLES (I.E. 75 FT. LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

B. ALL PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS COMPLETE. 

Flow 
Crossing Stream Disturbance (acres) 

State Water State Fishery Waterbody Waterbody Length Crossing Method 
ID Name Regime 

(feet) Construction Operation Quality Standard Classification 

50 
, ..... PLAN 

SCALE IN FEET 

100 

SCALE: 1" = 50' HORIZONTAL 

ORAWINGNO. REFERENCETITLE 

26-26-85/PAA-12 SHTJS PROPOSED PER~ANENT ACCESS ROAD 

150 

USGS QUAD MAP: 
5000' 

HONESDALE, PA. 

SCALE IN FEET 

CHRISTOPHER L LOMBARDI 

PA PROfESSIONAL ENGINEER 

·---,-'-'AP_cP_cL"'IC"'A'"iii"'IN._,N:c.Oc...: .:.N:::A::.~I--'2c:0:_1:c_2_-C:::I0'-'4C4.':_J -_,lcci8-,.R__L____ NO. PEOB 1577 

CONSTITUTION PIPELINE COMPANY, LLC. 

WATER OBSTRUCTION & ENCROACHMENT PERMIT ~(~~-
PROPOSED 30" NATURAL GAS P !PEL I NE 
WATERBODY SU-18-S357 & SU-18-S358 

PERMANENT ACCESS ROAD - 12 @ MP 14. 1 
SUSQUEHANNA COUNTY, PENNSYLVANIA ... .,..,. ...... n.,wm-•........_ 

SU-1B-S357 STORMWATER N/A 0.0009 HQ-CWF N/A N/A NO. OAT::' BY REVISION DESCRIPTION W.O. NO. CHK. APP. DRAWN BY GIE DATE 10-6-2013 ISSUEDFORBID SCALE 1 "=50' 
BASIN 

SU-lB-5358 
STORMWATER 

N/A 0.00 N/A N/A BASIN N/A 

CHECKEDSY: DATE ISSUED FOR CONSTRUCTION: 

APPROVEOBY DATE DRAWING 
f-------j-------jNUMBER 
wo· 

PAR-12-SU-18-S357 & 
SU-1 B-S358 
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LAT. 
LONG. 

PAR-14 

SU-1B-W336 
WETLAND BOUNDARY 

~OrN MI'CHELL CONSTANTIN't JR. 
MICHAE_ JOHN CONSTANTINe AND 

ELAif-E L CONS ANTIN_C AND 
JFPACON LLC 

L.L NO. PA-.SU 100 OOD 

LIMITS OF 

PROPOSED 
TRAPEZOIDAL SWALE 

(TYP.) 

NORTH ARROW IS RE;-ERENCED TO THE COORDINATE SYSTEM UTMB3-18F 

2 ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVDBB. 

LIMITS OF DISTURBANCE 
(TYP.) 

EDGE OF ACCESS ROAD 
(TYP.) 

TEMPORARY TRUCK 
PULL -OFF 

DITCH RELIEF CULVERT 
(TYP.) 

PROPOSED EARTHEN 
CHECK DAM 

(TYP.) 

BASED DIP 

3. WETLANDS AND WATEI~BODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INVENTORY AND NATIONAL 
HYDROGRAPHY DATASI:T INFORMATION. 

4. THE LOCATION OF All BMP's (SWALES, SEDIMENT BARRIERS. ETC.) ARE FURTHER DETAILED ON THE ACCESS ROAD DESIGN DRAWINGS 
AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS 

5. WETLAND FIELD DELI~IEATION WAS COMPLETED BY AECOM. 

6 PROPOSED ACCESS POADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF THE ROAD 
WITH WIDER WIDTHS I~EQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE TURNING RADIUS OF 
ANTICIPATED CONSTRUCTION VEHICLES (I.E_ 75 FT. LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

7 ALL PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS COMPLETE 

Wetland Impact (acres) 
State 

Wetland Wetland 
Crossing .:·.·.:.· .... .:;.>~ .~·-~-:: • • + ~ Crossing 
Length Wetland 

ID Class (feet) CONSTRUCTION OPERATION Classification 
Method 

PFO PSS PEM PFO PSS PEM 

SU-1B-W336 PEM 39 0.03 N/A Permanent 
Fill 

SU-1G-W311 PFO 50 0.03 N/A Permanent 
Fill 

EXISTING ACCESS ROAD EDGE 
(TYP.) 

BROAD BASED DIP 
(TYP.) 

PROPOSED SEDIMENT BARRIER 
(TYP.) 

RIPRAP STILLING BASING 
(TYP.) 

LIMITS OF 

SU-1G-W311 
WETLAND BOUNDARY 

JORN MITCrlELL CQNSl,NTINE JR 
MICHAEL JOliN (;OYSTANTINE AND 
- ELAIN(-1: CONS Af!TINE A.~b 

.IEPAGON LLC 
L.L. NO PA-SU-·10·0.000 

LAT. N41.912266 
LONG. W75.597951 

USGS QUAD MAP: HONESDALE, PA. 
5000' 

SCALE IN FEET 

CHRISTOPHER l. LOMBARDI 
PROPOSED EARTHEN· 

CHECK DAM 
(TYP.) 

PROPOSED 
TRAPEZOIDAL SWALE 

(TYP.) -PAR-14 BASELINE 

PLAN 
0 50 100 
I • • • • • SCALE IN FEET 

SCALE: 1~ "' 50' HORIZONTAL 

DRAWINGNO. REFERENCETITLE 

26-25-85/PAA-1~ SHT.~5-«i PROPOSED PER~ENT ACCESS ROAD 

NO. DATE BY REVISION DESCRIPTION 

(TYP.) 

150 

AI'PUr.ATION 1\0.: ~NI-2012-llli449-IJBR 
PA PROFESSIONAL ENGINEER 

NO. PE081577 

CONSTITUTION PIPELINE COMPANY, LLC. 
WATER OBSTRUCTION & ENCROACHMENT PERMIT ~~-

PROPOSED 30" NATURAL GAS PIPELINE * 
WETLAND CROSSING SU-1B-W336 AND SU-1G-W311 

PERMANENT ACCESS ROAD - 14 @ MP 16. 3 
SUSQUEHANNA COUNTY, PENNSYLVAN !A "'*-w"""'n"'""""-•.........,. 

W.O. NO. Cl1K. APP. DRAI!mBY DATE 1D-7-2013 ISSUEOFORBtO· SCALE 1 n= 50' 

CHECKED BY DATE: ISSUED FOR CONSTRUCTION 

~A-PP_RO_VE_D_BY_. __ ~D_AT_E·------~~~~~~G PAR-14-SU-1B-W336 & 
SU-1 G-W311 wo 
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LAT:N41.911621 
LONG:W75.596176 

APPROX. PROPERTY 
BOUNDARY (TYP.) 

LIMITS OF DISTURBANCE 
(TYP.) 

'"' ~ '"' 
10\ 

/ 2 
WETLAN~us6G;:;~};~~ 

I 
ill< 

J_QHN MITCHElL i:QNSTAti]tlL __ lR_.\ 
~ CHAFI JOHN CONSTANTIN' AND 

ELAINe J. CONSIANTINE AND 
JEFII_CON, LLC 

iliSU-1C-W271"" 

ill< 1202 

L.L. NO. PA-SJ-1 OO.CQO 

SU --1 C-W271 
WETLAND BOUNDARY 

LIMITS OF 

PROPOSED EARTHEN CHECK DAM 
(TYP.) 

BROAD BASED Dl P 
(TYP.) 

RELIEF CULVERT 

PROPOSED TRAPEZOIDAL SWALE 
(TYP.) 

PAR-14 BASELINE 
(TYP.) 

GRID IS REFERENCED TO THE COORDINATE SYSTEM, UTM 1 BN NA083, NAVDBB US SURVEY FEET. 

2 ELEVATIONS SHOWN ARE REFERENCED TO THE NAVDB8 US SURVEY FEET. 

3. WETLANDS AND WATERBOOIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INVENTORY AND NATIONAL 
HYDROGRAPHY DATASET INFORMATION. 

4 THE LOCATION OF ALL BMP's (SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE ACCESS ROAD DESIGN 
DRAWINGS AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS 

5 WETLAND FIELD DELINEATION WAS COMPLETED BY AECOM. 

6 PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF THE 
ROAD WITH WIDER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE TURNING 
RADIUS OF ANTICIPATED CONSTRUCTION VEHICLES (I.E. 75 FT. LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

7. ALL PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS COMPLETE. 

Wetland 
ID 

SU-1C-W271 

Wetland 
Class 

PFO 

Crossing 
Length 
(feet) 

132 

Wetland Impact (acres) 
State 

Wetland 
Classification 

N/A 

Crossing 
Method 

· RIPRAP STILLING BASIN 
(TYP.) 

JOHN MITCHEcL CONSTANTINE JR. 
L.L. NO. UA-PA-SU-098.002AR 

50 
, ..... PLAN 

SCALE IN FEET 

100 

SCALE: 1"' = 50' HORIZONTAL 

DRAWING NO. REFERENCE TinE 

26-26-85/PAR-1~ SHT.45 PROPOSED PER~,o!JijENT ACCESS ROAD 

NO. DATE BY REVISIONOESCRIPT10N 

150 

VICINITY MAP 
USGS QUAD MAP: HONESDALE, PA. 

5000' 

SCALE IN FEET 

CHRISTOPHER l. LOMBARDI 

PA PROFESSIONAL ENGINEER 
NO. PE081577 

CONSTITUTION PIPELINE COMPANY, LLC. 
WATER OBSTRUCTION & ENCROACHMENT PERMIT ~G~

PROPOSED 30" NATURAL GAS PIPELINE 
WETLAND CROSSING SU-IC-W271 

PERMANENT ACCESS ROAD-14 @ MP 16.3 
SUSQUEHANNA COUNTY, PENNSYLVANIA _ _._. ......... 

W.O. NO. CHK. APP. DRAWN BY DATE 10-7-2013 ISSUED FORBID SCALE 1"=<50' 

CHECKEDBY. DATE ISSUED FOO CONSTRUCTION 

f-A-PP_ROVE_D_BY_----j_DA_T_E ----1 ~~~:~G PAR -14 -SU-I C-W271 



LIMIT OF 

PAR-15 

LAT. N41.929729 
LONG. W75.581731 

1
-WATERBODY 

SU-1E-S049 

\ 600 
/ . 

6os/ 
" " 506 

607"1 

PROPOSED STeEL CULVERT 

TRAPEZOIDAL SWALE 

DAM 

SU-1E-S049 VICINITY MAP 

LIMIT OF DISTURBANCE 
(TYP.) 

SU-1E-S047 I""'- '\ 601 105 WETLAND BOUNDARY 
" 502 ~SU-1E-W077 

1 --. 104~~ 

USGS QUAD MAP: HONESDALE, PA. 
5000' 

SU-1E-S019A' \'' 

TIMOTHY D .• AGGE"T AND JANE JAGGERT 
' I NO. PA-SU-1 05.00C 

jll ""'- ' 1 104 ""' ""'- 101 i 7/ ...._______ \~ ' 60? 

/ 

.,.,_ ""'- ""'- /6"/;3 ~,105 103\.._~~WATERBODY 
~ lJiU. lJiU. '6 .>lliL \ I 

I 606 \/ ""'-
106 102 \ 'oU-1 E-S049 

WATERBODY '. 0~;~~DW~6~NDARY 
SU-1E-5047 

NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM83-18F 

2. ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVDB8. 

3. WETLANDS AND WATERBODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INVENTORY AND NATIONAL 
HYDROGRAPHY DATASET INFORMATION 

4 THE LOCATION OF ALL BMP's (SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE ACCESS ROAD DESIGN 
DRAWINGS AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS. 

5 WETLAND AND WATERBOOY FIELD DELINEATION WAS COMPLETED BY AECOM. 

6. AFTER REMOVAL OF TEMPORARY ACCESS ROADS THE CHANNEL SHALL BE RESTORED TO PRE -CONSTRUCTION ELEVATION AND 
STABILIZED WITH NATIVE VEGETATION. CLEAN ROCK OR NATIVE COBBLES WILL BE USED FOR THE UPPER ONE (1) FOOT IN 
WATERBODIES THAT CONTAIN COLDWATER FISHERIES. 

7 PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF THE ROAD 
WITH WIDER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE TURNING RADIUS OF 
ANTICIPATED CONSTRUCTION VEHICl.ES (I.E. 75 FT. LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

8. ALL PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS COMPLETE. 

Crossing Stream Disturbance (acres) 

WATERBODY 
SU-1 E-S049A 

Waterbody 
ID 

Waterbody 
Name 

Flow 
Regime Length 

(feet) Construction Operation 

State Water 
Quality Standard 

State Fishery 
Classification 

Crossing Method 

UNTTO Permanent 
SU-lE-5047 CANAWACTA EPHEMERAL 0.0021 CWF N/A 

CREEK Fill 

PLAN 
50 100 

I M M M M------== 
SCALE IN FEET 

SCALE: 1" = 50' HORIZONTAL 

DRAWING NO. REFERENCE TITLE 

26-26-85/PAIH5.~SHT.52 PROPOSED PERI.IANENl ACCESS ROAD 

150 

APPLICAiiON ,0.: ~AN-/012-0044>1-118, 

SCALE IN FEET 

CHRISTOPHER L. LOMBARDI 

PA PROFESSIONAL ENGINEER 
NO. PE081577 

CONSTITUTION PIPELINE COMPANY, LLC. 
WATER OBSTRUCTION & ENCROACHMENT PERMIT ~~· 

PROPOSED 30" NATURAL GAS PIPELINE 
WATERBODY SU-1E-S047, SU-1E-S049A, SU-1E-S049 * 

PERMANENT ACCESS ROAD-15 @ MP 17. B 
SUSQUEHANNA COUNTY, PENNSYLVANIA _ ......... ......,.. 

UNTTO NO. DATE BY 
SU-1E-S049A CANAWACTA INTERMITTENT 0.0027 CWF N/A Permanent Fill REVISION DESCRIPTION W.O. NO. CHK. APP. DRAWN BY. GIE DATE: 10-8-2013 ISSUED FORBID 

CREEK 

UNTTO 
SU-lE-5049 CANAWACTA INTERMITTENT 18 0.0055 CWF N/A 

CREEK 

Permanent 
Culvert/ 
Bridge 

-~-

CHECKED BY: DATE ISSUED FOR CONSTRUC110N. 

APPROVEOBY DRAWING 
f------f-------1 NUMBER" 
wo 

PAR-1 5 -SU-1 E -S04 7 
SU-I E-S049A/SU-1 E-5049 
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t 
~ 

i 
l 
i • 

LIMIT OF 

PAR-15 BASELINE 
(TYP.) 

PAR-15 PROPOSED EDGE 

LAT. N41.929729 
LONG. W75.581731 

.- WATERBODY \1 SU-1E-S049 

\ 609 
? 

6os/ 
" " 606 
60/~ 

I 

PROPOSED 15" STEEL CULVERT 

TRAPEZOIDAL SWALE 

CHECK DAM 

LIMIT OF DISTURBANCE
(TYP.) 

;, · i ~ 502 SU-1E-W/77 SU-1E-W077 
j I ""- -.... 

604 10~ 601 105 WETLAND BOUNDARY 

i 1 SU-1E-WOz;i I ~"'-. ./ 
I...,_ 1, 1104 \. ""'.~ '101 
1 I ~ \: ' 5oo 'j 

ili iliiili ·::-----.-_ 105 •. / TIMOTHY D. "AGGE'T AND JANf JAGGFRT 
c.L. NO. PA SU 105.000 

I 506 I ~\ SLI-1 E -5049 

/ 

ili 60o ~" , 103 .,ili V ~WATERBODY 

• ""- \ 106 102' \ ""- ,s ""- i '(' 
WATERBODY- . ~~~~DW~6~NDARY 

SU-1 E-5047 

~ 

NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM8.3-18F. 

2. ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVDBB. 

3. WETIJ\NDS AND WATERBODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WEfiJ\NDS INVENTORY 
AND NATIONAL HYDROGRAPHY DATASET INFORMATION 

4. THE LOCATION OF ALL BMP's (SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE 
ACCESS ROAD DESIGN DRAWINGS AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS. 

5. WETIJ\ND AND WATERBODY FIELD DELINEATION WAS COMPLETED BY AECOM. 

6. PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT 
SECTIONS OF THE ROAD WITH WIDER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND 
CURVES TO ACCOMMODATE THE TURNING RADIUS OF ANTICIPATED CONSTRUCTION VEHICLES (I.E. 75 Ff 
LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

7. ALL PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS 
COMPLETE. 

Crossing 
Wetland Impact (acres) 

Wetland . ~~,~·.,.:i·: .... .. ::::.;. .... State 
Length Wetland 

Class (feet) CONSTRUCTION OPERATION Classification 
PFO PSS PEM PFO PSS PEM 

Crossing 
Method 

0.04 N/A 
Permanent 

PFO 60 Fill 

PFO N/A N/A N/A 
--~- L_ 

WATERBODY 
SU-1E-S049A 

50 
I ••••• 

PLAN 

SCALE IN FEET 

100 

SCALE: 1" = 50' HORIZONTAL 

DRAWING NO. REFERENCE nnE 

:26-26-85/PAR-15 ~T.52 PROPOSED PERMANENT ACCESS ROAD 

NO. DATE 8V REVISION DESCRIPTION 

150 

APPLicA -ION NO.: NA,•I-20' 2-00449-LIBR 

CHRISTOPHER L. LOMBARDI 

PA PROFESSIONAL ENGINEER 
NO. PE081577 

CONSTITUTION PIPELINE COMPANY, LLC. 
WATER OBSTRUCTION & ENCROACHMENT PERMIT ~G~· 

PROPOSED 30" NATURAL GAS PIPELINE 
WETLAND SU-IE-W075 & SU-IE-W077 

PERMANENT ACCESS ROAD-15 @ MP 17.8 
SUSQUEHANNA COUNTY, PENNSYLVANIA WiiUta&.,....... 

W.O. NO. CHK. APP. ORAIMoJBY GIE DATE. 10-8-2013 ISSUEOFORBIO SCALE 1 "=50' 

CHECKED BY DATE ISSUED FOR CONSTRUCTION 

~A:_:PP:_:RO:_:V:::ED_::BV:_:___J-:DC:AT.:::E ____ ~:~~i~G PAR-15-SU-1 E-W075 
___ __L_ ___ j__ ____ SU-I E -W077 wo 
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SU-1C-W170 

WETLAND BOUNDARY:~:; I ~" 
WATERBODY \ 

SU-1H-S164 126 

\ I ' 

\ \ 
SU-1H-S164 

I 

TEMPORARY CROSS CULERT 

\ 
I 

BASELINE TEMPORARY 

APPROXIMATE CENTERLINE 
PROPOSED 30" CONSTITUTION PIPELINE 

...,_ 

LIMITS OF DISTURBANCE 
(TYP.) 

ZARON CUBIC ciFE I~SURANCE 
TPUST ~TTN S.A.NY.A CUPIC 

""' 
TRJSTEEES 

L L. Nci -PA~u-· 2S.IJ0() 

"" ""' ""' ""' ""' 
""' ""' ""' 

ili 

I 1,., 

i 
·i 
i 
i 
I~ 
I 

I 
I 

I'"" 
' 

I 
I 
I 

APPROXIMATE LIMITS OF PIPELINE 
PERMANENT R.O.W. (TYP.) 

APPROXIMATE LIMITS OF PIPELINE 
TEMPORARY WORKSPACE (TYP.) 

~""-

·""-

EDGE OF PROPOSED 
TEMPORARY ACCESS RD 

\ 

I 
PROPOSED 30" 

CONSl)iUTION P/L 

USGS QUAD MAPS: HONESDALE, PA & 
BINGHAMTON, NY. 

5000' 5000' 

SCALE IN FEET 

ACCESS RD. TAR-1 
(TYP.) 

LAT. N41.996949 
LONG. W75.54368 

\ 

LIMITS OF DISTURBANCE 
(TYP.) 

SU-1 C-W170 

(TYP.) 

NOTES: 

NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM83-18F 

2. ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVDBB. 

3. WETLANDS AND WATERBODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETlANDS INVENTORY AND NATIONAL 
HYDROGRAPHY DATASET INFORMATION 

4. THE LOCATION OF ALL BMP's (SWALES, SEDIMENT BARRIERS, ETC.) ARE FURTHER DETAILED ON THE ACCESS ROAD 
DESIGN DRAWINGS AND THE TYPICAL BEST MANAGEMENT PRACTICE DETAILS. 

5 WATERBODY FIELD DELINEATION WAS COMPLETED BY AECOM 

6 PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF 
THE ROAD WITH W!DER WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE 
TURt.,JING RADIUS OF ANTICIPATED CONSTRUCTION VEHICLES (I.E. 75 FT. LONG DROP-DECK LOWBOY TRAILER AND TRUCK). 

7. ALL PROPOSED TRUCK PULLOFFS b.RE TEMPORARY AND WILL BE REMOVED AFTER CONSTRUCTION IS COMPLETE. 

8. TEMPORARY ACCESS ROAD 1 (TAR-1) WILL BE UTILIZED ONLY DURING CONSTRUCTION AND REMOVED ONCE 
CONSTRUCTION IS COMPLETE. THE DISTURBED AREA WILL BE RESTORED TO AS CLOSE TO PRE-CONSTRUCTION 
CONDITION AS PRACTICABLE ONCE CONSTRUCTION IS COMPLETE (E.G. EQUIPMENT MATS WILL BE REMOVED, CROSS 
CULVERT WILL BE REMOVED, AND WETLAND VEGETATION WILL BE REESTABLISHED.) 

Crossing Stream Disturbance (acres) 

WETLAND BOUNDARY 

TEMPORARY CONSTRUCTION 
EQUIPMENT MATS 
(TYP.) 

PLAN 

o[l J•[]•~•ICJ•£J~Io~;;;=.=;;==1o]oiiiiiiiiiiiii150 
SCALE IN FEET 

SCALE; 1" = 50' HORIZONTAL 

DRAWING NO. REFERENCE TITLE 

26-26-85/TAR-1SHT.64 PROPOSED TE~PORARY ACCESS ROAD 

APPLICATION ~0.: NAN-2012-00449-UBR 

CONSTITUTION PIPELINE COMPANY, LLC. 
WATER OBSTRUCTION & ENCROACHMENT PERMIT 

PROPOSED 30" NATURAL GAS PIPELINE 
WATERBOOY CROSSING SU-IH-S164 

TEMPORARY ACCESS ROAD T AR-1 @ MP 25. I 
SUSQUEHANNA COUNTY, PENNSYLVANIA 

CHRISTOPHER L. LOMBARDI 

PA PROFESSIONAL ENGINEER 
NO. PE081577 

OUMftiYU'fiWI JIII'BIJm 

Waterbody Flow State Water State Fishery Waterbody Length Crossing Method 
10 Name Regime Construction Operation Quality Standard Classification REVISION DESCRIPTION W.O. NO. CHK . .I.PP. DRA!Jh.JBY DATE: 10-7-2013 ISSUEDFORBtD SCALE 1 H= 50' NO. DATE BY 

(feet) 

UNTto 
SU-lH-5164 little Roaring INTERMITTENT 0.0038 CWF N/A 

Brook 

N/A 

CHECKED BY DATE: ISSUED FOR CONSTRUCTION: 

APPROVED BY DATE DRAWING F==---f----_, NUMBER 
wo TAR-1-SU-1 H-S 164 
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WETLANS~~6~-;;~l~~ \ 

sui"~T~~~~~~~~ \; 

1 126 

\ \; ~. i .,,i:: 
\-3 

\ .': 
TEMPORARY~\ 

CROSS 
CULVERT - ' 

TO BE 
REMOVED 

ONCE 
CONSTRUCTION 

IS COMPLETE 

', 

\ 

\ 
BASELINE TEMPORARY 

ACCESS RD. TAR-1 
(TYP.) 

PROPOSI:D SEDIMENT BARRIER 
(TYP.) 

LIMITS OF DISTURBANCE 
(TYP.) 

ZARON CUOIC Ll<[ INSU"NCC 
. TR-UST- ATTN. SA NYA CUPIC. 

TR.JSTEEES 
""'- L.L. NO. PA:.aJ-128.()@() 

APPROXIMATE CENTERLINE 
PROPOSED 30" CONSTITUTION PIPELINE 

APPROXIMATE LIMITS OF PROPOSED PIPELINE 
PERMANENT I<.O.W. (TYP.) (SEE NOTE 9) 

r
AP 
TE 

c 

I 

APPROXIMATE LIMITS OF PIPELINE 
1 TEMPORARY WORKSPACE (TYP.) 

I 

I 
I 

lili 

I 

EDGE OF PROPOSED 
TEMPORARY ACCESS RD. 
(TYP.) 

l) 

\ 

__ ....__ 
{/ ..._ 

II 
STATE ~E 

} 70 

'• 

VICINITY MAP 
USGS QUAD MAPS: HONESDALE, PA & 

BINGHAMTON, NY. 

sooo' 5000' 

SCALE IN FEET 

LAT. N41.996949 
LONG. W75.54368 

TEMPORARY CONSTRUCTION 
EQUIPMENT MATS 

(TYP.) 

-LIMITS OF DISTURBANCE 
(TYP.) 

1. NORTH ARROW IS REFERENCED TO THE COORDINATE SYSTEM UTM83-18F. 

2. ELEVATIONS ARE REFERENCED TO THE VERTICAL DATUM NAVDBB. 

SU-1 C-W170 
WETLAND BOUNDARY 

3 WETLANDS AND WATERBODIES ON NO ACCESS PARCEL IDENTIFIED USING NATIONAL WETLANDS INVENTORY AND NATIONAL HYDROGRAPHY DATASET 
INFORMATION. 

4 THE LOCATION OF ALL BMP's (SWALES, SEDIMENT BARRIERS, ETC) ARE FURTHER DETAILED ON THE ACCESS ROAD DESIGN DRAWINGS AND THE 
TYPICAL BEST MANAGEMENT PRACTICE DETAILS 

5. WETLAND FIELD DELINEATION WAS COMPLETED BY AECOM 

6. PROPOSED ACCESS ROADS WILL GENERALLY CONSIST OF A 12 FT. WIDE TRAVEL LANE ALONG STRAIGHT SECTIONS OF THE ROAD WITH WIDER 
WIDTHS REQUIRED AT ACCESS ROAD ENTRANCES AND AROUND CURVES TO ACCOMMODATE THE TURNING RADIUS OF ANTICIPATED CONSTRUCTION 

VEHICLES (I.E. 75 FT. LONG DROP-DECK LOWBOY TRAILER AND TRUCK) 

7 ALL PROPOSED TRUCK PULLOFFS ARE TEMPORARY AND WILL BE REMOVED AFTER CONSTRJCTION IS COMPLETE. 

8. TEMPORARY ACCESS ROAD 1 (TAR-1) WILL BE UTILIZED ONLY DURING CONSTRUCTION AND REMOVED ONCE CONSTRUCTION IS COMPLETE. THE 
DISTURBED AREA WILL BE RESTORED TO AS CLOSE TO PRE -CONSTRUCTION CONDITION AS PRACTICABLE ONCE CONSTRUCTION IS COMPLETE (E.G 
EQUIPMENT MATS WILL BE REMOVED, CROSS CULVERT WILL BE REMOVED, AND WETLAND VEGETATION WILL BE REESTABLISHED). 

9. REFER TO THE SITE SPECIFC WETLAND CROSSING DRAWINGS DEVELOPED FOR THE PIPELINE TEMPORARY WORKSPACE AND PERMANENT RIGHT OF 
WAY FOR TEMPORARY AND PERMANENT IMPACTS ASSOCIATED WITH CONSTRUCTION OF THE PIPELINE. 

Crossing 
Wetland Impact (acres} 

Wetland Wetland '· .... . ~.':.;.'':< . ... State Crossing 
Length Wetland 

ID Class (feet) Classification 
Method 

SU-1C-W170 PEM/PFO 142 0.01 N/A 
Temporary 

Equipment Mats 

50 
IM M M M M 

PLAN 

SCALE IN FEET 

100 

SCALE: 1 " = 50' HORIZONTAL 

DRAWING NO. REFERENCE TITLE 

26-26-85 AIH 5Hl64 TEMPORARY ACCESS ROAD 

NO. OAT;: BY REVISION DESCRIPTION 

150 

APPLICATION NO.: NAN-2012-00449-UBR 

CONSTITUTION PIPELINE COMPANY, LLC. 
WATER OBSTRUCTION & ENCROACHMENT PERMIT 

PROPOSED 30" NATURAL GAS PI PEL! NE 
WETLAND CROSSING SU-I C-WI70 

TEMPORARY ACCESS ROAD TAR-1 @ MP 25.1 
SUSQUEHANNA COUNTY, PENNSYLVANIA 

W.O. NO. CHK. APP. DRAWN BY DATE: 10-7-2013 ISSUED FORBID 

CHECKED BY DATE. ISSUED FOR CONSTRUCTION. 

CHRISTOPHER L. LOMBARDI 

PA PROFESSIONAL ENGINEER 
NO. PE081577 

SCALE 1 ~= 50' 

f-A-PP_ROVE_D_BY_: -+-----1 ~~~~~~~G SHEET 20 
----------__ _j __ ..J. _ _JL_L:w:.::o ___ _L_ ____ _j ______ T_AR_-_1_-S_U_-_1 C_-__ W1_7_D ___ o:::_F_ZL.'O'_j 




